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=: (54) Bezeichnung: SENSORSYSTEM ZUR ERFASSUNG EINES FUSSGANGERAUFPRALLS 
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(57) Abstract: The invention relates to 
a sensor system for detecting a collision 
between a pedestrian and the front 
region of a motor vehicle, said system 
comprising at least one fibre-optic sensor 
(5) which extends at the front of the 
motor vehicle, largely over the entire 
width (19) thereof, and can be deformed 
by the impact of an object at the front 
of the vehicle. The collision with the 
object generates a signal produced by 
the fibre-optic sensor. The aim of the 
invention is to provide a sensor system 
for detecting a collision between a 
pedestrian and the front region of the 
vehicle, said system comprising at least 
one fibre-optic sensor which enables a 
reliable distinction to be made between 
a collision with living objects and a 
collision with inanimate objects. To 
this end, in addition to the fibre-optic 
sensor, at least one infrared sensor (6) is 


O provided at the front of the motor vehicle, said sensor generating a signal for differentiating between a collision with living objects 
and a collision with inanimate objects. 

IT) 

O (57) Zusammenfassung: Die Erfindung betrifft ein Sensorsystem zur Erfassung eines FuSgangeraufpralls im Frontbereich eines 
\^ Kraftfahrzeuges mit mindestens einem faseroptischen Sensor (5), der sich im Frontbereich des Kraftfahrzeuges weitgehend uber die 
O gesamte Fahrzeugbreite (19) erstreckt und durch den Aufprall eines Objektes im Frontbereich verformbar ist, wobei durch den Auf- 
O prall des Objektes vom faseroptischen Sensor ein Signal erzeugt wird. Urn ein Sensorsystem zur Erfassung eines FuBgangeraufpralls 

im Frontbereich eines Kraftfahrzeugs mit mindestens einem faseroptischen Sensor anzugeben, das eine zuverlassige Unterscheidung 
O zwischen dem Aufprall belebter und unbelebter Objekte ermoglicht, ist zusatzlich zum faseroptischen Sensor mindestens ein Infra- 

rotsensor (6) im Frontbereich des Kraftfahrzeuges angeordnet, der ein Signal zur Unterscheidung zwischen dem Aufprall belebter 
^ und unbelebter Objekte erzeugt. 
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